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V-Squared™ Stand System Shop Drawings  
 (no scale) 
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without notice 
 
 

Drawing 

All wire spacing is 
≈2.33” sq opening 
(62mm on center)  
resistance welded 

Edge to 
center  
≈5.59” 

(142mm) 
 

≈3.15” 
(80mm) 
center to 
center 
 11.5 gauge 

(2.75mm) fill wires  
 

Four - 4 gauge (5.75mm) wire 
horizontal frame with formed 

structural bend (tendon) 
 

Center tendon has three 4 
gauge wires 

Elevation 

30” (762mm) 
7 ga. steel 
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Grade 

Section 
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2 Detail 

One mast 
turntable 

mounted. Mast 
accepts flush 

panel RF ends. 
10-5/8” (270mm) 

tall 
 

“W” shape bottom punch 
out  retains base 

perpendicular to a 180° 
fence line 

As necessary - stake or 
fasteners through holes or 
sandbag the base.  
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Base stands (orange - std) 

Project / Job: 

Submitted by / Date: 

4.75" 

“W” shaped roll form 
section ≈1 5/8 x .079 

Flush (1/4”) or 
extended 4.75” 

 Shown extended 2 ways (top & bottom) 

10’ (*9’ 9” oto) 

           12’ (*11’ 9” oto) 

6’ (*73” oto) 
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1 Panel Overview 

Periodically spaced 
4 gauge (5.75mm) 
vertical wires12.2” 

(310mm) or less on 
center 

2 Detail 

©  Larsen Innovations LLC 2-23-21 


